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PARAMETER UNIT VALUE

Material
Aluminum sheet approx. 55 mm 
(± 10%) profiled, varnished

Lacquer
Polyester varnish, covered
with protective foil

Dimension [mm x mm x rm] 45 x 110 x 2; 70 x 120 x 2

Colour [RAL]
Wall red 8004; brown 8019; brown 
8017; black 9005; nthracite 7021;

Carton [pcs] 20

Pallet [pcs] 800

TECHNICAL DATA SHEET

Advantages:

• Fast and easy installation 

• Weatherproof 

• Highly neat finishing

The Eurovent EAVES PLANK overgutter plank is designed for 

closing as well as protecting the eaves area. It is manufactured 

from aluminium sheet, coated with polyester paint. Polyethylene 

foil additionally protects it against scratches and is easily removed 

during the installation. Available in several colours.

Eurovent EAVES PLANK
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Eurovent EAVES PLANK

Included information, advices and guidance is given based on our best knowledge, researches, experience and in good faith. We are 
not be held responsible for the consequences of improper or incorrect use of our products. Each user of the product shall ensure,  
in every possible way, including checking the end-product in given conditions, that the provided product is suitable to reach objectives 
he pursues.

Product information can be found on the website: www.eurovent.de Update date: 04/2020
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Application:

The Eurovent EAVES PLANK overgutter plank is designed for use as reinforcement and protection within the 

eaves area where rainwater is drained to the gutter system. Protects against moisture and ensures water 

discharge. Shaped to enable fast installation and provide aesthetic finishing.

Storage / transport:

The product should be stored in a dry place, under cover, free from moisture and UV radiation in original

undamaged and closed package. The product should be transported in covered means of transport. They sho-

uld be prepared for transport in a manner that protects them from damage and destruction. During transport 

safety regulations must be observed. The product should be protected from chemical agents, in particular

solventbased substances, as they can reduce technical parameters of foil or permanently damage it.

The product is under warranty, providing that the guidelines included in technical data sheet are being obeyed. 

We reserve the right to refuse a complaint recognition in case of not following these guidelines.


